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(57) ABSTRACT

A blown-film process for making a fiber-reinforced film com-
prises providing and melting at least one thermoplastic resin.
The at least one thermoplastic resin is extruded through an
extension die to form a film bubble. A plurality of fibers is
introduced inside of the film bubble. The fibers are distributed
inside of the film bubble. The film bubble is collapsed after
introducing the plurality of fibers so as to form a fiber-rein-
forced film. The fiber-reinforced film has a first thermoplastic
layer, a second thermoplastic layer, and a plurality of fibers
dispersed therebetween. The film may be formed in a bag.
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1
FIBER-REINFORCED FILM PROCESSES
AND FILMS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a divisional of U.S. patent application
Ser. No. 10/775,601, filed Feb. 10, 2004, which is incorpo-
rated by reference in its entirety herein, and from which
priority is claimed.

FIELD OF THE INVENTION

The present invention relates generally to thermoplastic
film processes and films. More specifically, the present inven-
tion relates to fiber-reinforced thermoplastic film processes
and films.

BACKGROUND OF THE INVENTION

Polymeric films have been used over the years in a variety
of applications. One such application of these films is in
forming the common household item of trash bags. There are
several methods for forming trash bags, but typical methods
include blown film processes and cast processes.

There are several properties that are desirable in films that
are used in trash bags. For example, it is desirable to have a
high tear strength and high tensile strength. This enables the
trash bag to be filled with more material while at the same
time it is more resistant to tears or breaks. Having such prop-
erties reduces the likelihood of the consumer having the filled
trash bag tear or break. Similarly, it is also desirable to have a
high puncture resistance that prevents or inhibits punctures
from occurring in the trash bag. To save costs associated with
polymeric resins, it would also be desirable to have a combi-
nation of properties such a high tear strength, high tear
strength, and high puncture resistance using a smaller per-
centage of polymeric resin.

Therefore, there is a need for an improved thermoplastic
film process and a film to overcome the above-described
problems.

SUMMARY OF THE INVENTION

According to one process, a blown-film process for making
a fiber-reinforced film comprises providing and melting at
least one thermoplastic resin. The at least one thermoplastic
resin is extruded through an extension die to form a film
bubble. A plurality of fibers is introduced inside of the film
bubble. The fibers are distributed inside of the film bubble.
The film bubble is collapsed after introducing the plurality of
fibers so as to form a fiber-reinforced film. The fiber-rein-
forced film has a first thermoplastic layer, a second thermo-
plastic layer, and a plurality of fibers dispersed therebetween.

According to another process, a blown-film process for
making a fiber-reinforced bag comprises providing and melt-
ing at least one thermoplastic resin. The at least one thermo-
plastic resin is extruded through an extension die to form a
film bubble. A plurality of fibers is introduced inside of the
film bubble. The fibers are distributed inside of the film
bubble. The film bubble is collapsed after introducing the
plurality of fibers so as to form a fiber-reinforced film. The
fiber-reinforced film has a first thermoplastic layer, a second
thermoplastic layer, and a plurality of fibers dispersed ther-
ebetween. A first and a second body panel are formed from the
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fiber-reinforced film. The first and second body panels are
closed along two opposing sides and a bottom to form the
fiber-reinforced bag.

According to yet another process, a blown-film process for
making a fiber-reinforced bag comprises providing at least
one thermoplastic resin being selected from the group con-
sisting of polyolefins, polyesters, nylons, alkenyl aromatic
polymers, polyvinyl chlorides, and combinations thereof.
The at least one thermoplastic resin is melted. The at least one
thermoplastic resin is extruded through an extension die to
form a film bubble. A plurality of fibers is introduced inside of
the film bubble. The plurality of fibers is electrically charged
to assist in improving the affinity of the plurality of fibers to
the film bubble. The fibers are distributed inside of the film
bubble such that the plurality of fibers contacts an inner
surface of the film bubble. The film bubble is collapsed after
introducing the plurality of fibers so as to form a fiber-rein-
forced film. The fiber-reinforced film has a first thermoplastic
layer, a second thermoplastic layer, and a plurality of fibers
dispersed therebetween. The total thickness of the first and
second thermoplastic layers is from about 0.4 mil to about 1.0
mil. A first and a second body panel are formed from the
fiber-reinforced film. The first and second body panels are
closed along two opposing sides and a bottom to form the bag.

According to a further process, a cast-film process for
making a fiber-reinforced film comprises providing and melt-
ing at least a first thermoplastic resin. The at least first ther-
moplastic resin is extruded through a first extension die to
form a first thermoplastic film. At least a second thermoplas-
tic resin is provided and melted. The at least second thermo-
plastic resin is extruded through a second extension die to
form a second thermoplastic film. The first and second ther-
moplastic films are transported along respective casting roll-
ers. A plurality of fibers is introduced between the first and
second thermoplastic films so as to form a fiber-reinforced
film. The fiber-reinforced film has a first thermoplastic layer,
a second thermoplastic layer, and a plurality of fibers dis-
persed therebetween.

According to yet a further process, a cast-film process for
making a fiber-reinforced film comprises providing and melt-
ing at least a first thermoplastic resin. The at least first ther-
moplastic resin is extruded through a first extension die to
form a first thermoplastic film. At least a second thermoplas-
tic resin is provided and melted. The at least second thermo-
plastic resin is extruded through a second extension die to
form a second thermoplastic film. The first and second ther-
moplastic films are transported along respective casting roll-
ers. A plurality of fibers is introduced between the first and
second thermoplastic films so as to form a fiber-reinforced
film. The fiber-reinforced film has a first thermoplastic layer,
a second thermoplastic layer, and a plurality of fibers dis-
persed therebetween. A first and a second body panel are
formed from the fiber-reinforced film. The first and second
body panels are closed along two opposing sides and a bottom
to form the bag.

According to one embodiment, a fiber-reinforced film
comprises at least two layers and a plurality of fibers therebe-
tween. The first layer is made of at least a first thermoplastic
resin and the second layer being made of at least a second
thermoplastic resin. The film has a MD tear resistance of
greater than 250 g as measured in accordance with ASTM D
1922, a MD tensile strength of greater than about 800 psi as
measured in accordance with ASTM D 882, and a puncture
resistance of greater than 120 g as measured in accordance
with ASTM D 1709 and the basis weight of the plurality of
fibers is less than about 10 g/m>.
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According to another embodiment, a fiber-reinforced bag
comprises first and second opposing body panels that are
closed along two opposing sides and a bottom. Each of the
first and second opposing body panels comprises a fiber-
reinforced film. The fiber-reinforced film comprises at least
two layers and a plurality of fibers therebetween. The first
layer is made of at least a first thermoplastic resin and the
second layer is made of at least a second thermoplastic resin.
The film has a MD tear resistance of greater than 250 g as
measured in accordance with ASTM D 1922, a MD tensile
strength of greater than about 800 psi as measured in accor-
dance with ASTM D 882, and a puncture resistance of greater
than 120 g as measured in accordance with ASTM D 1709 and
the basis weight of the plurality of fibers is less than about 10
g/m?.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing and other advantages of the invention will
become apparent upon reading the following detailed
description and upon reference to the drawings.

FIG.1isan end view of a fiber-reinforced film according to
one embodiment;

FIG. 2a is a polymeric bag according to one embodiment;

FIG. 2b is a cross-sectional view taken generally across
line 2b-2b of FIG. 2a;

FIG. 3a is a polymeric bag according to another embodi-
ment;

FIG. 3b is a cross-sectional view taken generally across
line 36-3b6 of FIG. 3a;

FIG. 4 is a schematic flow diagram of an overall sequence
of operations involved in manufacturing a fiber-reinforced
film according to one blown-film process;

FIG. 5 is an enlarged view of the extrusion die and the film
bubble of FIG. 4 involved in manufacturing a fiber-reinforced
film;

FIG. 6 is an enlarged view of the extrusion die and the film
bubble according to another blown-film process; and

FIG. 7 is a schematic flow diagram of an overall sequence
of operations involved in manufacturing a fiber-reinforced
film according to one cast-film process.

While the invention is susceptible to various modifications
and alternative forms, specific embodiments have been
shown by way of example in the drawings and will be
described in detail herein. It should be understood, however,
that the invention is not intended to be limited to the particular
forms disclosed. Rather, the invention is to cover all modifi-
cations, equivalents, and alternatives falling within the spirit
and scope of the invention as defined by the appended claims.

DESCRIPTION OF ILLUSTRATIVE
EMBODIMENTS

The present invention is directed to fiber-reinforced film
processes and films. More specifically, the fiber-reinforced
films of the present invention comprise a first thermoplastic
layer, a second thermoplastic layer, and a plurality of fibers
dispersed between the first and second thermoplastic layers.
The fiber-reinforced films of the present invention have desir-
able tear strength, desirable tensile strength, and puncture-
resistant properties. The fiber-reinforced films may be used in
applications such as trash bags, food bags, and storage bags,
including heavy-duty bags (e.g., bags containing sand). It is
contemplated that the fiber-reinforced films may be used in a
variety of other applications such as thermal insulation
(housewrap) and wrap for protecting shipped goods that are
commonly used with pallets.
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First and Second Thermoplastic Layers

According to one embodiment, a fiber-reinforced film 10 is
shown in FIG. 1. The fiber-reinforced film 10 comprises a first
thermoplastic layer 12, a second thermoplastic layer 14, and
aplurality of fibers 16 dispersed between the first and second
thermoplastic layers 12, 14.

The first thermoplastic layer 12 and second thermoplastic
layer 14 may be formed from suitable thermoplastic materi-
als. Some thermoplastic materials that may be used in form-
ing the first thermoplastic layer 12 and the second thermo-
plastic layer 14 include, but are not limited to, polyolefins,
polyesters (e.g., polyethylene terephthalate), nylons, alkenyl
aromatic polymers (e.g., polystyrenes), polyvinyl chlorides,
or combinations thereof. Thus, the thermoplastic layers 12,
14 may be formed from blends.

Some contemplated polyolefins include polyethylenes,
polypropylenes, cyclic olefin copolymers (COCs), or combi-
nations thereof. Some contemplated polyethylenes include
linear low density polyetheylenes (LLDPEs), metallocene-
catalyzed LLDPEs, low density polyethylenes (LDPEs), high
density polyethylenes (HDPEs), or combinations thereof. Itis
contemplated that the first and second thermoplastic layers
12, 14 may be formed from independently selected resins.

Useful cyclic olefin copolymers are available from several
companies. For example, Ticona, a business of Celanese AG,
in Summit, N.J. has cyclic olefin copolymers available. Other
companies that have cyclic olefin copolymers available
include Nippon Zeon Co., Ltd. (Japan) and Mitsui Chemical
(Japan). Nippon Zeon Co., Ltd. has commercially available
cyclic olefin copolymers (COCs) under the designation
ZEONEX®. Ticona, a business of Celanese AG, has commer-
cially available cyclic olefin copolymers (COCs) under the
designation TOPAS®. The cyclic olefin copolymers which
are commercially available under the designation TOPAS®
are believed to be prepared with feedstocks of norbornene and
ethylene and the use of a metallocene catalyst.

The term “alkenyl aromatic polymer” as used herein
includes polymers of aromatic hydrocarbon molecules that
contain an aryl group joined to an olefinic group with only
double bonds in the linear structure, such as styrene, c.-me-
thylstyrene, o-methylstyrene, m-methylstyrene, p-methyl-
styrene, o-ethylstyrene, a-vinylxylene, a-chlorostyrene,
a-bromostyrene, and vinyl toluene. Alkenyl aromatic poly-
mers also include homopolymers of styrene (commonly
referred to as polystyrene), copolymers of styrene and buta-
diene, and rubber-toughened polystyrene (commonly
referred to as high impact polystyrene or HIPS). The alkenyl
aromatic polymer may be an oriented polystyrene (OPS).

The film generally has a MD (machine direction) tensile
strength greater than about 1,000 psi as measured in accor-
dance with ASTM D 882. The film typically has a MD tensile
strength of greater than about 1,200 or 1,300 psi as measured
in accordance with ASTM D 882. The film generally hasa TD
(transverse direction) tensile strength greater than about
1,300 psi as measured in accordance with ASTM D 882. The
film typically has a TD tensile strength of greater than about
1,500 or 1,600 psi as measured in accordance with ASTM D
882.

The film generally has a MD load at yield of greater than
about 1.2 1bf as measured in accordance with ASTM D 882.
The film typically has a MD load at yield of greater than about
1.3 or 1.4 1bf as measured in accordance with ASTM D 882.
The film generally has a TD load at yield of greater than about
1.3 1bf as measured in accordance with ASTM D 882. The
film typically has a TD load at yield of greater than about 1.4
or 1.5 Ibf as measured in accordance with ASTM D 882.
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The film generally has a MD ultimate strength of greater
than about 3,000 psi as measured in accordance with ASTM
D 882. The film typically has a MD ultimate strength of
greater than about 4,000 or 4,500 psi as measured in accor-
dance with ASTM D 882. The film generally has a TD ulti-
mate strength of greater than about 2,000 psi as measured in
accordance with ASTM D 882. The film typically has a TD
ultimate strength of greater than about 3,000 or 3,500 psi as
measured in accordance with ASTM D 882.

The film generally has a MD Elmendorf tear of greater than
about 175 g as measured in accordance with ASTM D 1922.
The film typically has a MD Elmendorf tear of greater than
about 200 or 250 g as measured in accordance with ASTM D
1922. The film generally has a TD Elmendorf tear of greater
than about 750 g as measured in accordance with ASTM D
1922. The film typically has a TD Elmendorf tear of greater
than about 850 or 950 g as measured in accordance with
ASTM D 1922.

The film generally has a puncture resistance of greater than
about 120 g as measured in accordance with ASTM D 1709
(F-50 Dart Drop Test). The film typically has a puncture
resistance of greater than about 140 g as measured in accor-
dance with ASTM D 1709 (F-50 Dart Drop Test).

The total thickness of the first and second thermoplastic
layers 12, 14 is generally from about 0.2 mil to about 2.0 mils
and, more typically, from about 0.4 to about 1.0 mil. It is
contemplated that the first and second thermoplastic layers
may have different thicknesses.

Plurality of Fibers

The fiber-reinforced film 10 includes a plurality of fibers 16
dispersed between the first and second thermoplastic layers
12, 14. The plurality of fibers 16 may be formed from a variety
of materials such as thermoplastic materials, fiberglass,
metal, natural fibers (e.g., cotton, paper, and cellulose), and
combinations thereof.

Some thermoplastic materials that may be used in forming
the plurality of fibers 16 include, but are not limited to, poly-
olefins, polyesters (e.g., polyethylene terephthalate), nylons,
alkenyl aromatic polymers (e.g., polystyrenes), polyvinyl
chlorides, or combinations thereof. It is contemplated that
thermosets may be used in forming the plurality of fibers.
Thermosets are defined herein as including cross-linked ther-
moplastic materials.

Some contemplated polyolefins include polyethylenes,
polypropylenes, cyclic olefin copolymers (COCs) such as
described above, or combinations thereof. Some contem-
plated polyethylenes include linear low density polyethey-
lenes (LLDPEs), metallocene-catalyzed LLDPEs, low den-
sity polyethylenes (LDPEs), high density polyethylenes
(HDPEs), or combinations thereof. To improve the tensile
strength, tear resistance and puncture resistance, the plurality
of fibers 16 may include cyclic olefin copolymers or metal-
locene-catalyzed LLDPEs.

Itis contemplated that KEVLLAR® polymer may be used in
forming the plurality of fibers. A KEVLAR® polymer is a
para-aramid polymer made by DuPont that is formed from
monomers that are believed to contain fourteen carbon atoms,
two nitrogen atoms, two oxygen atoms, and ten hydrogen
atoms. It is also contemplated that NOMEX® fibers may be
used in the present invention. NOMEX® is the brand name of
a family of flame resistant fibers produced by DuPont that
contains a blend of at least 5% KEVLAR®.

It is also contemplated that rayon fiber may be used in
forming the plurality of fibers. Rayon fiber is defined herein
as including a manufactured fiber composed of regenerated
cellulose, in which substituents have replaced less than 15%
of the hydrogens of the hydroxyl groups.
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The plurality of fibers 16 may be formed from at least two
materials. For example, the plurality of fibers 16 may include
a first material that is directed to improving the adhesion to
the first and second thermoplastic layers 12, 14 and a second
material that is directed to improving one or more of the
following properties: tensile strength, tear resistance and
puncture resistance. One such example is having the plurality
of fibers formed of a blend of a polyolefin such as a LDPE or
LLDPE resin in combination with a cyclic olefin copolymer
or a metallocene-catalyzed LLDPE. It is contemplated that
other blends of the plurality of fibers may be used.

To provide a better distribution of the plurality of fibers
between the first and second thermoplastic layers, it may be
desirable to have the plurality of fibers to be near or actual
contact the thermoplastic layers. It may also be desirable to
have the plurality of fibers adhere to the first and second
thermoplastic layers. Adhesion of the fibers to the first and
second thermoplastic layers may occur after pressure is
applied between the film layers and the plurality of fibers.

It is contemplated that horizontal and vertical extrusion
processes may be used. These extrusion processes may pro-
duce a different distribution of fibers between the first and
second thermoplastic layers. For example, in a horizontal
process, the distribution of the fibers may be more skewed
toward the center of the thermoplastic film. In a vertical
extrusion process, the film bubble or tube may extend
upwardly or downwardly from the extrusion die. In a vertical
extrusion process where the film bubble extends upwardly,
the plurality of fibers tends to be more evenly distributed. In
avertical process where the film bubble extends downwardly,
the plurality of fibers tends to be more evenly distributed. The
plurality of fibers exits an extension die and falls with gravity.
It is generally more desirable to have a vertical process where
the film bubble is extruded downward from the extension die.

To assist in having the fibers contact the thermoplastic film
bubble, the plurality of fibers and the film bubble may have
different charges. For example, the plurality of fibers may
have a negative charge and the thermoplastic film bubble may
have a positive charge. Alternatively, the plurality of fibers
may have a positive charge and the thermoplastic film bubble
may have a negative charge. The charge induced on the fibers
typically occurs as the fibers are being distributed into the film
bubble. The charges on the plurality of fibers and the thermo-
plastic film bubble may be induced by electrostatic charging
units.

Each of the plurality of fibers 16 may be formed from a
plurality of layers. For example, each of the plurality of fibers
may include a first layer that is directed to improving the
contact or adhesion to the first and second thermoplastic
layers 12, 14 and a second layer that is directed to improving
one or more of the following properties: tensile strength, tear
resistance, or puncture resistance. One such example is hav-
ing the plurality of fibers formed of a first layer of a polyeth-
ylene (e.g., LDPE or LLDPE resin) and a second layer of a
cyclic olefin copolymer or a metallocene-catalyzed LLDPE.
Another contemplated example includes having a first layer
being made of a polyethylene and a second layer being a
polyester. The first and second layers of each of the plurality
of fibers may be formed by an extrusion process.

It is contemplated that the plurality of fibers 16 may be
present in such an amount between the first and second ther-
moplastic layers 12, 14 to be considered a layer in the fiber-
reinforced film 10. Alternatively, the plurality of fibers 16
may not be present in such an amount to be considered a layer
in the fiber-reinforced film 10. Generally, the plurality of
fibers 16 will be present in amount that the first and second
thermoplastic layers do not touch each other. It is contem-
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plated that smaller areas of the fiber-reinforced film may not
have fibers such that the first and second thermoplastic layers
touch each other.

The plurality of fibers to be used in forming the fiber-
reinforced film may be particles. These particles, when
present in a significant amount, act like non-woven fibers.
Non-woven fibers are defined herein as including engineered
fabric structures made directly from fibers or from the mate-
rials from which the fibers themselves are made. The term
non-woven-fibers includes fabric that have been produced by
a process different from weaving or, more broadly, a fabric
that is different from a traditional textile fabric, paper sheet, or
plastic film.

The plurality of fibers is generally of a small size and
generally has a length of from about 0.25 to about 6 inches. It
is contemplated that the plurality of fibers may be longer than
6 inches. More typically, the length of the plurality of fibers is
from about 0.5 to about 1.5 inches. The length of the plurality
of fibers may vary with respect to each other. If the plurality
of fibers is generally circular, the diameter of the plurality of
fibers would be generally from about 0.1 mil to 2.0 mils and,
typically, from about 0.3 mil to about 1 mil. The plurality of
fibers may be of several shapes such as generally circular,
oval, trilobal, hollow-shaped, or polygonal shapes. It is desir-
able for the plurality of fibers to be sized appropriately to keep
the fibers fluidized with the air flow. The term “fluidized”
used as defined herein is the random movement of the solid
fiber particles formed by transporting the solid fiber particles
that acts like a fluid.

Generally speaking, the greater the amount of fibers, the
greater the tensile strength, tear resistance, and the puncture
resistance. Generally speaking, the greater the length of the
fibers, the greater the tensile strength, tear resistance, and
puncture resistance. The length of the fibers also improves
adhesion of the plurality of fibers with the first and second
thermoplastic layers because the longer fibers have a greater
surface area. Similarly, shorter and thicker fibers also have
improved adhesion to the first and second thermoplastic lay-
ers because of the increased surface area.

The plurality of fibers desirably has a much higher modu-
lus as compared to the material that forms the first and second
thermoplastic layers 12, 14. The higher modulus of the plu-
rality of fibers may occur from physical modifications,
chemical modifications, or both. For example, the physical
modification may be formed by the process of making the
plurality of fibers in which the fibers are oriented in one
direction. As discussed above, chemical modification of the
plurality of fibers may include adding a blend of components
such as polyethylene and a cyclic olefin copolymer.

The plurality of fibers generally has a density of from about
0.90 to about 1.55 g/cm®. An example of material having a
density of about 0.90 g/cm? is polypropylene, and an example
of material having a density of about 1.55 g/cm? is rayon.

The plurality of fibers generally has a basis weight (number
of fibers per square meter) of from about 1 to about 10 g/m?.
The basis weight is determined by cutting a square meter of
material and weighing this material on a scale. The plurality
of fibers generally has a basis weight less than 10 g/m*. The
plurality of fibers more typically has a basis weight of from
about 1 to about 5 g/m* and generally has a basis weight less
than 5 g/m?.

The fiber generally has a denier of from about 1.5 to about
30 g. Denier is defined herein as the weight (in grams) of a
9,000 m length of fiber.

As will be discussed below, the plurality of fibers accord-
ing to one process may be formed in an extrusion process. It
is also contemplated that the plurality of fibers may be pur-
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chased commercially from a number of companies. For
example, staple fibers may be purchased from Fibers Innova-
tion Technologies, Inc. such as polyester or polyethylene
fibers. Staple fibers such as polyester or polyethylene fibers
may be purchased from DuPont. The plurality of fibers may
be purchased in a form commonly referred to as “staple
fiber”, such as a “nonwoven staple fiber.”

One example of a fiber that may be used is a nonwoven
polyethylene fiber. The polyethylene fiber includes about 838
wt % LDPE or LLDPE with the remainder being a cyclic
olefin copolymer. The polyethylene fiber has a diameter of
about 0.5 mil and a density of about 0.92 g/cm>. This poly-
ethylene fiber has a denier of about 4 g.

Ingredients/Layers in the Fiber-Reinforced Film

The fiber-reinforced film may include other layers and/or
additional materials. It is contemplated that slip agents or
anti-block agents may be added to the thermoplastic films of
the fiber-reinforced film. An example of a slip agent is eruca-
mide and examples of anti-block agents include calcium car-
bonate, talc, or the combination thereof. It is contemplated
that other slip or anti-block agents may be used in the ther-
moplastic films of the fiber-reinforced film. It is contemplated
that the anti-block agents, such as calcium carbonate, may be
added to the plurality of fibers to assist in providing enhanced
properties such as improving tensile yield and tensile modu-
lus. It is also contemplated that endothermic or exothermic
blowing agents may be added to the fiber-reinforced film.

It is contemplated that the thermoplastic film layers, the
plurality of fibers or both may include a low-melt adhesive to
assist in maintaining the contact of the thermoplastic film
layers and plurality of fibers. An example of a low-melt adhe-
sive is ethylene vinyl acetate (EVA). If the low-melt adhesive
is used in the thermoplastic film layers, it should be located on
the surfaces that are closest to the plurality of fibers. Simi-
larly, the low-melt adhesive, if used, should be located on
outer surfaces of the plurality of fibers. If a low-melt adhesive
is used, the low-melt adhesive may be coextruded with the
thermoplastic film layers, the plurality of fibers, or both.

Other additives such as pigments, anti-oxidants, fra-
grances, odor-masking and/or neutralizing agents, anti-mi-
crobials, animal or animal repellants, or combinations thereof
may be added to the fiber-reinforced films. Anti-oxidants
assist in preventing or slowing the breakdown of another
material by oxygen. The use of anti-oxidants preferably pre-
vents or inhibits undesirable aromas from items such as food.
Some contemplated anti-oxidants include iron and vitamin E.

Some scented aromas or fragrances include citronella,
pine, flowery, citrus, limonene and substituted esters such as
METAZENE® (i.e., an odor neutralizer). A scented-enhanc-
ing layer may be added to enhance delivery of a scent with
increasing humidity. One example of a scent-enhancing layer
is polyvinyl alcohol (PVOH). It is also contemplated that
odor-masking and/or neutralizing structures may be added.

It is also contemplated that a variety of active ingredients
such as anti-microbials, or animal or insect repellants may be
added. Some contemplated anti-microbials include chlorine
dioxide, triclosan, and allyl isothiocyanate. Other anti-micro-
bials include natural oils such as cinnamon, peppermint, or
spearmint. Examples of animal or insect repellants include
natural oils such as cinnamon, peppermint, or spearmint.
Properties of the Fiber-Reinforced Films

The thickness of the fiber-reinforced film is generally from
about 0.8 mil to about 2.0 mils and, more specifically, from
about 1.0 mil to about 1.6 mils.

The fiber-reinforced film generally has a MD (machine
direction) tensile strength of greater than about 1,000 psi as
measured in accordance with ASTM D 882. The fiber-rein-
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forced film typically has a MD tensile strength of greater than
about 1,100 psi as measured in accordance with ASTM D
882. The fiber-reinforced film generally has a TD (transverse
direction) tensile strength of greater than about 800 psi as
measured in accordance with ASTM D 882. The fiber-rein-
forced film typically has a TD tensile strength of greater than
about 900 psi as measured in accordance with ASTM D 882.
Generally speaking, the tensile strength of the fiber-rein-
forced film increases as the amount of fiber increases within
the thermoplastic film layers.

The fiber-reinforced film generally has a MD load at yield
of greater than about 1.6 Ibf as measured in accordance with
ASTM D 882. The fiber-reinforced film typically has a MD
load at yield of greater than about 1.75 1bf as measured in
accordance with ASTM D 882. The fiber-reinforced film
generally has a TD load at yield of greater than about 1.4 1bf
as measured in accordance with ASTM D 882. The fiber-
reinforced film typically has a TD load at yield of greater than
about 1.5 1bf as measured in accordance with ASTM D 882.

The fiber-reinforced film generally has a MD ultimate
strength of greater than about 3,000 psi as measured in accor-
dance with ASTM D 882. The fiber-reinforced film typically
has a MD ultimate strength of greater than about 3,500 or
4,000 psi as measured in accordance with ASTM D 882. The
fiber-reinforced film generally has a TD ultimate strength of
greater than about 1,500 psi as measured in accordance with
ASTM D 882. The fiber-reinforced film typically has a TD
ultimate strength of greater than about 1,750 or 2,000 psi as
measured in accordance with ASTM D 882.

The fiber-reinforced film generally has a MD Elmendorf
tear of greater than about 250 g as measured in accordance
with ASTM D 1922. The fiber-reinforced film typically has a
MD Elmendorf tear greater than about 300 or 350 g as mea-
sured inaccordance with ASTM D 1922. The fiber-reinforced
film generally has a desirable TD Elmendorftear that does not
tear as measured in accordance with ASTM D 1922. The
fiber-reinforced film generally has a puncture resistance
greater than about 120 g as measured in accordance with
ASTM D 1709 (F-50 Dart Drop Test). The fiber-reinforced
film typically has a puncture resistance greater than about 130
g as measured in accordance with ASTM D 1709 (F-50 Dart
Drop Test).

The fiber-reinforced film may be used to form a polymeric
bag. According to one embodiment, the fiber-reinforced film
10 is used to form a polymeric bag. As shown in FIG. 24, a
polymeric bag 20 is illustrated according to one embodiment
of the present invention. The polymeric bag 20 comprises a
first panel 22 and a second panel 24 that are formed from the
fiber-reinforced film 10. A cross-sectional view of the panels
generally taken along line 26-25in FIG. 2a is depicted in FIG.
2b. FIG. 2b shows the panels having a first thermoplastic
layer 12, a second thermoplastic layer 14, and a plurality of
fibers 16.

Referring back to FIG. 2a, the first and second panels 22,
24 are joined to each other along a pair of opposing sides 26a,
26b and a bottom 28 bridging the opposing sides 26a, 26/.
The first and second panels 22, 24 are open along a top end 30
formed opposite the bottom 28. The first and second panels
22,24 may each include an optional tying flap 32, 34 at the top
end 30, as shown in FIG. 2a. The tying flaps 32, 34 may be
used to tie the top end 30 closed after use and/or to lift the bag
20 out of the trashcan or container after use.

The top end of the bag may also be flat (i.e., generally
perpendicular to the sides), as depicted in FIG. 3a. Specifi-
cally, a polymeric bag 120 is depicted with a first body panel
122, and a second body panel on the opposing side that is not
shown in FIG. 3a. FIG. 35 is a cross-sectional view of the

10

15

20

25

30

35

40

45

50

55

60

65

10

panels generally taken along line 35-324 in FIG. 3a that
shows the panels having a first thermoplastic layer 12, a
second thermoplastic layer 14, and a plurality of fibers 16.

The first and second body panels of FIG. 3a are joined to
each other along a pair of opposing sides 126a, 1265 and a
bottom 128 bridging the opposing sides 1264, 1265. The first
and second panels of FIG. 3a are open along a generally flat
top end 130 formed opposite the bottom 28. Itis contemplated
that the top end may be configured differently than depicted in
FIGS. 2a and 3a.

The first and second panels 22, 24 of FIG. 2a may be
formed of one polymeric sheet of fiber-reinforced film that is
folded to create the bottom 28, a first opposing side 264, or the
second opposing side 265. The non-folded bottom 28 and/or
opposing sides 264, 265 would then be sealed, leaving the top
end 30 open. Thus, the bottom 28 or one of the opposing sides
in this embodiment are folded with the remaining ones being
sealed. As a result, the bottom and opposing sides are closed.
Thus, the term closed includes the bottom and opposing sides
being folded or sealed together. Similarly, the first and second
panels of FIG. 3a may be formed by folding in a similar
manner.

Alternatively, the first and second panels 22, 24 of FIG. 26
may be formed from two separate sheets of thermoplastic
fiber-reinforced film that are sealed together at both of the pair
of opposing sides 26a, 265 and the bottom 28. Thus, the
bottom and opposing sides are closed together. The top end 30
remains open to create the bag 20. Similarly, the first and
second panels of FIG. 3a may be formed by sealing in a
similar manner.

The bags may be used for storage or collecting items,
including refuse bulk storage. This, of course, includes com-
mon sized bags such as tall kitchen bags (13 gallon size) and
large garbage bags (33 gallon size).

Processes
Blown Film Processes

According to one process, the fiber-reinforced film may be
formed by a blown film process using one or more extruders.
For example, a single-extruder process may be employed to
form the fiber-reinforced film. The single extruder may use a
single or a twin-screw system. Alternatively, a tandem
extruder process with single or twin screws may be employed
to form the fiber-reinforced film. The single or tandem
extruder processes may be vertical or horizontal extruders.

According to one blown film process, resin pellets for
forming the thermoplastic layers (e.g., a polyolefin blown
film) may be admixed with optional ingredients such as those
described above. This material is continuously fed into a
hopper of an extruder. The feed material and any optional
ingredients are conveyed forward by at least one screw within
abarrel of the extruder. During this conveying the material is
compressed, heated, mixed (if optional ingredients are
present), and converted to a polymeric melt. After the ther-
moplastic film is extruded through an extension die, a plural-
ity of fibers is introduced inside of the film bubble or tube via
a fiber-distribution apparatus. The film bubble or tube is col-
lapsed to form a fiber-reinforced film.

According to one process, a single extruder process 200 of
FIG. 4 may be used for extruding a thermoplastic blown film
to be used in forming the fiber-reinforced film. Thermoplastic
resins (e.g., a polyolefin such as LDPE or LLDPE) are mixed
with optional ingredients (e.g., slip, anti-block, or combina-
tions thereof), if any, and fed continuously into a hopper 212
of an extruder 214. The thermoplastic resin and any optional
ingredients are conveyed forward by a helical screw within a
barrel of the extruder as the thermoplastic resin and any
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optional ingredients are admixed (if any optional ingredients
are present), compressed, heated, and converted to a poly-
meric melt.

In general, the temperature of the extruder should be suf-
ficient to melt the thermoplastic resin and to promote efficient
mixing, if additional ingredients are present. The polymeric
melt is then extruded through an extension die, such as annu-
lar die 216. It is contemplated that the extension die may be of
a different configuration than depicted in FIG. 4, such as
being, for example, an oval shape.

Referring to FIGS. 4 and 5, after the thermoplastic film is
extruded from the extension die 216, the thermoplastic film is
in a form of a film bubble or tube 218 that is filled with, for
example, air. After the thermoplastic film is extruded, a plu-
rality of fibers 220 is introduced inside of the film bubble or
tube 218 via, for example, a fiber-distribution apparatus 222.

According to one process, the plurality of fibers is provided
from an off-line manufacturing process. For example, the
plurality of fibers may be commercially purchased and typi-
cally these fibers are purchased in the form of bales. A bale is
defined herein as a large package of fiber that is tightly bound
with twine or wire and often wrapped. It is contemplated that
the plurality of fibers may be purchased loose in, for example,
large storage bins. If bales are used, the bales are broken apart
by separating the fibers using conventional technology such
as a shredder-like machines. The machine used to cut the
strands into smaller individual fibers may be referred to as a
tow cutter. One supplier that make tow cutters is DM&E of
Shelby, N.C. Tow cutters are manufactured in different sizes
and cutter blade assemblies are commercially available to
provide different staple cut lengths.

Once the fibers are separated, they may be fluidized in an
air stream. The fiber-distribution apparatus may gain access
to the annular die 216 via one or more openings formed
therein. One example of a commercially available fiber-dis-
tribution apparatus is the vertical fine opener that is manufac-
tured by Fiber Controls Corporation of Gastonia, N.C. One
such example is Model MFO made by Fiber Controls Corpo-
ration. Itis contemplated that there are other fiber-distribution
apparatus may be used.

The plurality of the fibers from the fiber-distribution appa-
ratus may be distributed by a variety of methods in the film
bubble or tube. It is desirable for the fibers to be placed in a
roughly even distribution at a given coverage in the resulting
fiber-reinforced film. The fiber-distribution apparatus 222
may rotate to assist in distributing the plurality of fibers 220.

To assist in attaining such a distribution, the plurality of
fibers may be distributed by, for example, an air conveying
system that blows the plurality of fibers towards the inner
surface of the film bubble or tube 218. This air conveying
system may blow the plurality of fibers against the inner
surface of the film bubble or tube. According to another
method, the plurality of fibers may be dropped and distributed
by gravity in a vertical extruder.

It is contemplated that a mechanical distribution of the
plurality of fibers may be performed. For example, the fiber-
distribution apparatus may include a tube with a rotating
element such that when the plurality of fibers contacts the
rotating element, the fibers break away and directional move
to the inner surface of the film bubble or tube. The rotating
element may be in the shape of a disk and also include an
impeller.

To assist in improving the distribution of the plurality of
fibers, it may be desirable for the plurality of fibers to be
placed near the inner surface of the film bubble or tube 218. It
is more desirable for the plurality of fibers to actual contact or
adhere to the inner surface of the film bubble or tube 218.
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To assist the plurality of fibers in getting near or contacting
the inner surface of the film bubble or tube, a number of
processes may be used. For example, a static electric charge
may be induced on the plurality of fibers to assist in tempo-
rarily contacting or sticking the fibers to the inner surface of
the film bubble or tube. Thus, the affinity of the plurality of
fibers to the film bubble is improved. Additionally, a different
charge may be placed on the inner surface of the film bubble
or tube that assists in attracting the plurality of fibers to the
inner surface of the film bubble or film.

To assist the plurality of fibers in remaining in contact with
the inner surface of the film bubble or tube, the plurality of
fibers may have an elevated temperature. Alternatively, or in
addition to, the temperature of the inner surface of the film
bubble or tube may have an elevated temperature that assists
the plurality of fibers in remaining in contact thereto.

According to another process, to assist in having the plu-
rality of fibers contact or adhere to the inner surface of the film
bubble or tube, the plurality of fibers may have an additive
that is sensitive to certain conditions. One example of an
additive that may be used in the plurality of fibers is one that
is sensitive to a certain type of energy (e.g., infrared, micro-
wave, or radio frequency) that is only absorbed by the addi-
tive. This type of additive heats up on exposure to, for
example, infrared energy. By increasing the temperature of
the plurality of fibers, the plurality of fibers has improved
contact with the inner surface of the film bubble or tube.

It is contemplated that the following could be combined
together to improve the contact between the plurality of fibers
and the inner surface of the film bubble or tube: (a) inducing
a static-electric charge, and (b) elevating the temperature of
the inner surface of the bubble, the plurality of fibers, or both.
As discussed above, the temperature may be elevated by
exposing energy to energy-sensitive additives in the inner
surface of the film bubble, the plurality of fibers, or both. The
contact between the plurality of fibers and the inner surface of
the film bubble or tube is enhanced if the film bubble or tube
has yet to crystallize.

The size of the film bubble or tube can vary, but is generally
from about 10 to about 100 feet in length from the extension
die. The diameter of the film bubble or tube is dependent on
factors such as the amount of air flow and thickness of the film
bubble. The thickness of the film bubble or tube is dependent
on factors such as the amount of thermoplastic material exit-
ing the die, the speed of the thermoplastic material exiting the
die, and the amount of air pressure forming the film bubble or
tube.

The film bubble is collapsed after introducing the plurality
of fibers so as to form a fiber-reinforced film such as, for
example, fiber-reinforced film 10 of FIG. 1. As shown in
FIGS. 4 and 5, the film bubble may be collapsed by pinching
between two nip rollers 224a, 224b. The pressure produced
by the nip rollers on the collapsed film bubble or tube assists
the plurality of fibers in adhering to the collapsed inner sur-
face of the thermoplastic layers. The film bubble or tube may
be collapsed by other methods such as, for example, a S-ramp
that provides tension in collapsing the film bubble or tube.
After the film bubble or tube 218 is collapsed, a resultant
fiber-reinforced film is formed. As shown in FIGS. 4 and 5,
the resultant fiber-reinforced film may be as fiber-reinforced
film 10. To assist in improving the tensile strength, tear resis-
tance, and puncture resistance of the fiber-reinforced film, it is
desirable to place at least some of the plurality of fibers in a
generally flat position relative to the thermoplastic film lay-
ers.

The fiber-reinforced film may be exposed to other process
operations such as slitting, being taken up on one or more
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winding reels or both. The fiber-reinforced film may be used
to form a thermoplastic bag such as shown in FIGS. 24 and 3a.

Alternatively, the process of forming the fiber-reinforced
film may include forming the plurality of fibers within the
fiber-distribution apparatus. One such method of forming the
plurality of fibers in the fiber-distribution apparatus is by
melt-spinning. Referring to FIG. 6, a portion of a blown film
process 300 is shown that includes a blown film bubble or
tube 318 being formed from an extension die 316. The blown
film process also includes a fiber-distribution apparatus 322
that forms the plurality of fibers 320. Once the blown film
bubble 318 is extruded, a centrifugal die of the fiber-distribu-
tion apparatus 322 rotates as polymer is fed into the centrifu-
gal die to form the fibers. The polymer, temperature, die gap,
and the centrifugal rotation speed determine the size of the
extruded fibers. The plurality of fibers may be formed and cut
to length in the in-line process.

In the blown film process 300, the plurality of fibers is
formed in-line. The plurality of fibers may be formed by an
extrusion process such as described in conjunction with FIG.
4. The plurality of fibers may be distributed within the film
bubble or tube 318 with a fiber-distribution apparatus that
uses, for example, air or mechanical methods such as
described in connection with FIGS. 4 and 5. The size of the
plurality of fibers formed in an in-line process is typically
longer than the plurality of fibers from purchased bales. Also,
these longer fibers formed in an in-line system are often more
tear resistant. After the film bubble or tube 318 is collapsed, a
resultant fiber-reinforced film, such as fiber-reinforced film
10 is formed.

Cast Process

According to another process, a fiber-reinforced film may
be formed by a cast process. One example of a cast process
500 is depicted in FIG. 7. According to one embodiment, two
extruders processes 510, 530 of FIG. 4 may be used to extrude
respective first and second thermoplastic layers to be used in
forming the fiber-reinforced film. Pellets of thermoplastic
resins (e.g., a polyolefin such as LDPE or LLDPE) are mixed
with optional ingredients, if any, and fed continuously into
respective hoppers 512, 532. The thermoplastic resin and any
optional ingredients are conveyed forward by one or more
screws within the extruder 514, 534 as the thermoplastic resin
and any optional ingredients are admixed (if any optional
ingredients are added), compressed, heated, and melted.

The extruded materials exit the respective extension dies
516, 536 as first and second thermoplastic layers 520, 540.
The first and second thermoplastic layers 520, 540 are exited
onto respective casting rolls 518, 538. The casting roll 518
moves in the direction of arrow A so as to transport the first
thermoplastic film layer 520 in a clockwise fashion. The
casting roll 538 moves in the direction of arrow B so as to
move the second thermoplastic film layer 540 in a counter-
clockwise fashion. A fiber-distribution apparatus 550 allows
aplurality of fibers 552 to vertically drop between the first and
second thermoplastic layers 520 and 540. The first and second
thermoplastic layers 520, 540 and the plurality of fibers 552
form a fiber-reinforced film 570. Instead of individual fibers
being placed between the first and second thermoplastic lay-
ers 516, 536 such as shown in FIG. 7, a sheet of fibers may be
provided between the first and second thermoplastic layers.
For example, this sheet may be a non-woven sheet. The pro-
cess of using non-woven fibers to form a continuous sheet of
material is referred to as a carding process. It is contemplated
that other cast-film processes may be employed to form a
fiber-reinforced film.

While the present invention has been described with refer-
ence to one or more particular embodiments, those skilled in
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the art will recognize that many changes may be made thereto
without departing from the spirit and scope of the present
invention. Each of these embodiments and obvious variations
thereof is contemplated as falling within the spirit and scope
of the claimed invention, which is set forth in the following
claims.

What is claimed is:

1. A fiber-reinforced film comprising a first layer, a second
layer, and a plurality of fibers between the first layer and the
second layer, the plurality of fibers having a random distribu-
tion, the first layer being made of at least a first thermoplastic
resin and the second layer being made of at least a second
thermoplastic resin, wherein the film has a MD tear resistance
of greater than 250 g as measured in accordance with ASTM
D 1922, a MD tensile strength of greater than about 800 psi as
measured in accordance with ASTM D 882, and a puncture
resistance of greater than 120 g as measured in accordance
with ASTM D 1709 and the basis weight of the plurality of
fibers is less than about 10 g/m?.

2. The film of claim 1, wherein the basis weight of the
plurality of fibers is less than about 5 g/m?.

3. The film of claim 1, wherein the first and second ther-
moplastic resins are selected from the group consisting of
polyolefins, polyesters, nylons, alkenyl aromatic polymers,
polyvinyl chlorides, and combinations thereof.

4. The film of claim 1, wherein the first and second ther-
moplastic resins are a blend of thermoplastic resins.

5. The film of claim 4, wherein the first and second ther-
moplastic resins comprise a blend of polyolefin and a cyclic
olefin copolymer.

6. The film of claim 1, wherein the total thickness of the
first and second thermoplastic layers is from about 0.2 mil to
about 2.0 mils.

7. The film of claim 6, wherein the total thickness of the
first and second thermoplastic layers is from about 0.4 mil to
about 1.0 mil.

8. The film of claim 1, wherein the thickness of the fiber-
reinforced film is from about 0.8 mil to about 2.0 mils.

9. The film of claim 8, wherein the thickness of the fiber-
reinforced film is from about 1.0 mil to about 1.6 mils.

10. A fiber-reinforced bag comprising first and second
opposing body panels that are closed along two opposing
sides and a bottom, each of the first and second opposing body
panels comprising a fiber-reinforced film, the fiber-reinforced
film comprising a first layer, a second layer, and a plurality of
fibers between the first layer and the second layer, the plural-
ity of fibers having a random distribution, the first layer being
made of at least a first thermoplastic resin and the second
layer being made of at least a second thermoplastic resin,
wherein the film has a MD tear resistance of greater than 250
g as measured in accordance with ASTM D 1922, a MD
tensile strength of greater than about 800 psi as measured in
accordance with ASTM D 882, and a puncture resistance of
greater than 120 g as measured in accordance with ASTM D
1709 and the basis weight of the plurality of fibers is less than
about 10 g/m>.

11. The bag of claim 10, wherein the basis weight of the
plurality of fibers is less than about 5 g/m?.

12. The bag of claim 10, wherein the first and second
thermoplastic resins are selected from the group consisting of
polyolefins, polyesters, nylons, alkenyl aromatic polymers,
polyvinyl chlorides, and combinations thereof.

13. The bag of claim 10, wherein the first and second
thermoplastic resins are a blend of thermoplastic resins.

14. The bag of claim 13, wherein the first and second
thermoplastic resins comprise a blend of polyolefin and a
cyclic olefin copolymer.
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15. The bag of claim 10, wherein the total thickness of the
first and second thermoplastic layers is from about 0.2 mil to
about 2.0 mils.

16. The bag of claim 15, wherein the total thickness of the
first and second thermoplastic layers is from about 0.4 mil to
about 1.0 mil.

17. The bag of claim 10, wherein the thickness of the
fiber-reinforced film is from about 0.8 mil to about 2.0 mils.

18. The bag of claim 17, wherein the thickness of the
fiber-reinforced film is from about 1.0 mil to about 1.6 mils.

19. The film of claim 1, wherein the fibers have a length
from about 0.25 to about 6 inches.

20. The film of claim 1, wherein the fibers have a shape
selected from the group consisting of circular, oval, trilobal,
hollow-shaped, polygonal, or combinations thereof.

21. The bag of claim 10, wherein the fibers have a length
from about 0.25 to about 6 inches.

22. The bag of claim 10, wherein the fibers have a shape
selected from the group consisting of circular, oval, trilobal,
hollow-shaped, polygonal, or combinations thereof.
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